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The following Supplemental Guidelines for Sustahability for Builder Homes in The 6gends at
High Desert (the 'bgends Guidetines') are supplemental to the general High D6s€rt Guidelines for
Sustainability Builder Homes (the'Builder Homes Guidelines"). AII of rhe provisions of the High De.sert
Builder Homes Guidelines appty to the I*getrds except as modified by these Legends Guideliies. rlre
I-egends Guidelines shall be a pa$ of the tligh Desert Builder Homd Guidelines for application to the
I-egends. The construction of honns in the Legends will be subject to the review ol Legenrls LLC,
developer of the project, and the New Construction Committee of the High Desert Resideniial Owners
Association (the "NCC") as des$ibed below.

Architeehtre

The approved architecture for the IJgends village is Contemporary. Contemporary style
incoryorale strong horizontal lines with window setbacks, overhangs, angled buitding
cornem, use of a mixture of new and old materials such as stucco. sione and metal
accenE.

Buildine Colors

Only the following Sonowall stucco colors are approved:

Cimmaron

Mesilla

Sage High Desert Brown Tumbleweed

Each home will have a combination of at least two of these colors
Stone Accelts

Eldorado- Castaway stacked stone

Roofs

Only flat roofs are allowed. Shed roof accents may be incorporated.

lValls

All exterior walls within the Village must be stucco with the High Desert Brown color.
The front walls will be stucco with one of the residence stucco colors,

Gutters and RoofDrains

All gutfer, or other similar roof drain systems, must be painted to mstch the building
stucco color. Scuppers or canales must be wood or metal.



Windows

All exterior window tirt" or claddins, must be Classic Copper.

Address Numerals

All numerals positioned on a rcsidential property !o denote the addrcss must be made of
tile.

Exterior tr'lst Work

All exterior flat wotk in fiont yards (drive\rays, public sidewalk, tead walks and porches)
must be colored Adobe (Davis Colored Concrete) and/or pavestone Accents, same as
used in the private streets. The concrcte finish work must be one of dte followine:
brushed, stamped, or salt finish.

Lanilscaoing

AII landscaping must be in compliance with the conceptual landscape plan (dated 12-13-
05). The landscaping will be installed by the builder/developer. *The Association will
maintain the landscaping in the exterior fiont yards (that portion of the yards outside of
the ftont wall of the Unit !0 the cuIb). For more detail on the landscaDe maintenance refer
io the recorded 48r Supplemental Dectaration.

Procedures for Anoroval anal Modilication of These Suonlcmentat Guidelines

The cornpliance of tny structure or improvement within the Irgends with these !.egend
Supplemental Design Guidelines and with any supplemental covenants relating to the
Irgends wil be reviewed by the l-egends IJf, the developer of the project, and the
NCC.

4plo+

Approved Date


